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Blue Hydraulic

Hydraulic Range

Description

Castrol Blue Hydraulic Plus possesses proven anti-wear protection, a high viscosity index to enhance performance over
a wide temperature range, and excellent water separation properties. Castrol Blue Hydraulic Plus is formulated with
carefully selected premium base oils, coupled with rust, oxidation, and foam inhibitors.

Application
Castrol Blue Hydraulic Plus provides maximum pump life and trouble free service in construction and mining mobile
hydraulic applications.

Exceeds all manufacturer’s warranty requirements for applications requiring a Dennison HF-O approved hydraulic fluid
Blue Hydraulic Plus meets the following industry specifications and OEM requirments :-

e Denison HF-O, HF-1, HF-2 approved
e Vickers 35VQ25A meets performance requirements
e Vickers M-2950-S Mobile Hydraulic Systems and 1-286-S Industrial Hydraulic Systems
e Cincinnati Machine P-68 (ISO 32), P-70 (ISO 46) and P-69 (ISO 68)
* Meets Racine S106
* Meets Joy Mining Machinery HO-T (AW 46), HO-S (AW 68)
e Meets DIN 51524 Requirements
Advantages

e Superior hydrolytic stability provides additional protection against corrosion and wear when contaminated with
water while providing longer pump life and less wear.
e Superior oxidation stability :

O Provides resistance to thermal degradation in the presence of entrained air and catalyzing metals

O Prevents the formation of sludge and varnish deposits during periods of extended high temperature
operation

O Maintains Viscosity stability

O Resists formation of oxidation acids allowing increased “up-time”

O Helps systems operate more efficiently...... with less maintenance spend.

e A carefully balanced rust and corrosion package prevents corrosion and reduces the catalytic effect of
contaminants on system metals and reduces operating costs and prolongs system life
e \Water Tolerance:

O Some commercial hydraulic fluids fail when contaminated with water in field applications. It is important
to note that these fluids had previously met the severe performance standards of many pump
manufacturers. Castrol Blue Hydraulic Plus Lubricants, which has outstanding performance in many
severe OEM pump tests, was run in modified tests contaminated with 1% water. Results: The Pass/Fail
criteria remained the same.
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Typical Characteristics

Name Method Units | Plus 32 | Plus 46 | Plus 68 | Plus 100

Appearance Visual - Blue Blue Blue Blue

Specific Gravity @ 15.6°C / 60°F| ISO 3675/ ASTM D1298 |g/ml | 0.857 0.863 0.879 0.880

Viscosity, Kinematic 40°C ISO 3104 / ASTM D445 | mm?2/s | 32.1 46.7 68 98.9
Viscosity, Kinematic 100°C ISO 3104/ ASTM D445 | mm?/s |5.5 6.97 8.7 11.2
Viscosity Index ISO 2909 / ASTM D2270 | - 107 107 100 100

Flash Point - open cup method |1SO 2592 / ASTM D92 °C/°F | 210/410|215/419 | 226/439 | 226/439

Pour Point ISO 3016 / ASTM D97 °C/°F |-27/-15 |-26/-15 |-26/-15- |-26/-15

Oxidation Stability - TOST

(Hours to TAN 2.0) ISO 4263-1/ ASTM D943 | Hours | 6000+ [5000+ |5000+ |4000+

API Gravity ASTM D287 - 34 32 29.5 28

Pounds per Gallon ASTM D287 - 7.12 7.21 7.32 7.39

Subject to usual manufacturing tolerances.
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This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised
to ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the
intended application and to comply with all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be
consulted for appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either BP plc or its subsidiaries
for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the
material. All products, services and information supplied are provided under our standard conditions of sale. You should consult our local representative if you
require any further information.

Castrol Industrial, Technology Centre , Whitchurch Hill , Pangbourne , Reading , RG8 7QR , United Kingdom

http://msdspds.castrol.com

Page: 2/2



